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Welcome to BeZe Flex

As an innovative leader in the gas connection hose industry, BeZe offers
high-quality solutions equipped with advanced technology that meet the
evolving demands of the sector. Our product range is designed to focus on
durability, safety, and performance, ensuring reliability in every item.

At BeZe, our unwavering commitment to customer satisfaction enables us to
uphold the highest standards in every product we manufacture. With an
extensive distribution network and a strong presence both locally and
internationally, we take pride in providing superior solutions that ensure the
safe operation of systems.

“CUSTOM PRODUCTION, DESIGNED FOR YOUR NEEDS”
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About Us

In 1994, we stepped into the sector with a natural gas
installation project and implementation. In 2002, we
began wholesale distribution of natural gas and
plumbing materials with our extensive product range.

We have specialized in manufacturing, importing, exporting,
and marketing under our own brands. Our company
operates in full compliance with industry standards and
certifications through brands such as BeZe, Katotix, Eco,
Techpan, and Asens.

For 30 years, we have been serving the Plumbing,
Construction, and Hardware sectors without compromising
on quality. Since our establishment, we have maintained the
same enthusiasm and dedication with your support. Our
product range continues to expand daily, and we take pride
in experiencing this growth with your contributions. We will
continue to strive for excellence in the future.




Our Mission

We produce high-quality products while upholding our values and
industry standards, ensuring reliability and continuous improvement
throughout our production process.

Our Vision

We advance in our industry by sharing innovative solutions and provi-
ding superior service, aiming to become a leading brand and set
industry standards.

> CE€
=N

ISO  wps/wpPaRr
hswr-d

9001:2015
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STANDARD PITCH

FLEXIBLE METAL HOSE

@BeZe
A

Flexible metal hoses are ideal for transporting various liquids and gases in a wide range
of applications. They exhibit excellent resistance to extreme temperatures and pres-
sures, making installation easy due to their flexibility, and their corrosion-resistant
designs ensure a long service life.

Product
Code

62437
62444
62567
60006
60020
60037
60044
60051

60068
60075

//I www.akgrup.com.tr | www.beze.com.tr

DN

10
12
16
20
25
32
40
50

ik

B

Material : Stainless Steel 316 L
Diameter Range : DN6 - DN50O
Temperature Range : -270°C to +600°C
Test Pressure : 1.5 times the max. working pressure
Burst Pressure : 4 times the max. working pressure
Standard : ENISO 10380
s ich

[

Inch Inner Outer Tolerance Weight

inch

d
/4"
5/16"
3/8”
1/2"
5/8"
3/4"
T
n/4"
n/2"
o

Diameter Diameter

mm. mm. mm. gr/m
d di
6,40 9,60 *+ 0,25 74
8,40 12,20 + 0,25 85
10,40 14,20 + 0,25 103
12,40 16,70 +0,3 n7
16,20 21,40 + 0,25 175
20,40 26,80 *+ 0,25 250
25,30 32,30 + 0,35 340
34,50 41,00 *+ 0,35 426
40,50 49,80 + 0,34 700
50,10 60,50 +0,5 825




@BeZe® OPEN PITCH FLEXIBLE METAL HOSE

Open-pitch flexible metal hoses are commonly used in solar energy systems and other

environments where various fluids need to be transported. Due to their ability to with-
stand high temperatures and pressures, these hoses can be easily installed thanks to
their flexible structure. They are known for their long-lasting durability, particularly
because of their resistance to corrosion.

Product
Code

6245]
62468
62574
62475
62499
62505
62512
62529
62536
62543

DN

10
12
16
20
25
32
40
50

Material

Diameter Range
Temperature Range
Test Pressure

Burst Pressure
Standard

41 d

-

Inner
Inch

Diameter Diameter

inch mm.
d d
1/4" 6,30
5716 8,30
3/8" 10,30
1/2" 12,10
5/8" 16,20
3/4" 20,30

1 25,30
n/4" 34,30
n/2" 40,20

2" 50,30

: Stainless Steel 316 L
DN6 - DN50
-270°C to +600°C
: 1.5 times the max. working pressure
: 4 times the max. working pressure
EN ISO 10380

. Mezandae ichy

Outer q
u Tolerance Weight

mm. mm. gr/m
di
9,50 +0,35 50
12,20 +0,35 67
14,10 + 0,35 75
16,00 *+ 0,45 83
21,30 + 0,45 145
26,50 + 0,45 190
31,60 + 0,4 246
40,30 + 0,5 346
49,40 +0,5 542
60,10 + 0,5 690
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FLEXIBLE METAL BRAIDED HOSES @gBeZe®

Braided corrugated hoses are commonly used in a wide range of industries,
including air conditioning systems, chemical processing, and food processing.

These flexible metal hoses absorb vibrations, thereby providing resistance to
wear and pressure. They are particularly suitable for use at high temperatures
and against corrosion.

@ TSE 10380

Hose Material : Stainless Steel
Knitting : Stainless Steel - 304
Diameter Range: DNG - DN5O
Test Pressure  :1.5times the max. working pressure
Burst Pressure : 4 times the max. working pressure
Standard : EN ISO 10380

= 1E Lz ichi

prcooddl::t DN | Inch DiLnr:::er Digrl:'\t::er UELLELED L
mm. inch mm. mm. mm. gr/m
d di d2
62581 6 1/4" 6,30 9,50 10,60 +0,35 146
62598 8 5/16” 830 12,20 13,50 + 0,35 200
62604 10  3/8” 1030 14,0 1550 +0,35 216
62611 12 1/2” 1210 16,40 17,50 + 0,45 258
62635 16  5/g” 16,20 21,50 2210 + 0,45 370
62642 20  3/4" 2030 26,50 28,40 + 0,45 490
62659 25 1 2530 32,60 33,60 + 0,45 690
62666 32 N/4" 3420 40,30 43,00 + 0,45 890
62673 40  T/2" 40,20 49,50 52,10 +0,50 1320
62697 50 2" 50,30 60,10 62,20 +0,50 1604
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EN 14800 GAS HOSES

According to European Standards, these gas hoses are suitable for connecting household appliances
used in indoor or outdoor environments when the gas pressure is below 0.5 bar. They are suitable for use
with Group 1, 2, and 3 gases. These gas groups include options such as manufacturing gases, natural
gases, and liquefied petroleum gases (LPQG).

@BeZe’

Designed in accordance with EN14800 standards to provide high-temperature resistance, the hose is
protected against environmental and other external factors by a PVC coating. With these features, the
gas hose meets high standards of quality, safety, and flexibility.

-EN-14800

Diameter . DN12

Hose . Stainless Steel 316L
Knitting . Stainless Steel - 304

. Female & Male
. Stainless Steel - 304
: Stainless Steel - 304 / Brass

Connection
Male
Nut and Inner Part

Coated . Transparent PVC with Yellow Stripe
FEMALE & MALE (F/M) MALE & MALE (M/M)
. . Product . . Product
Size Size Code Pcs / Box Size Size Code Pcs / Box
500 mm 124x1/2" 22400 50 500 mm 124x1/2" 32850 50
750 mm 1/2“x1/2" 22417 50 750 mm 1/2“x1/2" 32867 50
1000 mm 124x1/2" 22424 30 1000 mm 1/24x1/2" 32874 30
1250 mm 124x1/2" 2243] 25) 1250 mm 124x1/2" 32881 25
1500 mm 1/2“x1/2" 22448 20 1500 mm 1/2“x1/2" 32898 20
2000 mm 1/24x1/2" 22455 20 2000 mm 1/24x1/2" 32904 20
FEMALE & FEMALE (F/F)
. . Product
Size Size Code Pcs / Box
500 mm 124x1/2" 32911 50
750 mm 124x1/2" 32928 50
1000 mm 1/2“x1/2" 32935 30
1250 mm 1/24x1/2" 32942 25
1500 mm 124x1/2" 32959 20
2000 mm  1/2“x1/2" 32966 20
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COATED FLEXIBLE GAS CONNECTION HOSE d’BeZe®

Designed according to TSE 13890 standards, it is ideal for connecting household
appliances in indoor and outdoor environments when the gas pressure is below 0.5
bar. The heat-shrinkable band coating provides durability against environmental and
other external factors, meeting high standards of quality, safety, and flexibility. It is
suitable for fixed appliances such as ovens, stoves, and gas fireplaces, as well as for
cookers, grills, patio heaters, fire pits, and combination boilers and water heaters.

3/4" 3/4"
F - Female M - Male @ TSE 13890
Diameter : DN 12 -DN50
Hose . Stainless Steel 316L
Connection . Female & Male
Male . Stainless Steel 304
Nut and Inner Part : Stainless Steel 304 / Brass
Coated . Heat Shrink Tube
FEMALE & MALE (F/M) MALE & MALE (M/M)

Size Size Prcood dl'::t Pcs / Box Size Size Prcood duect Pcs / Box
300 mm  3/4"-3/4" 04031 50 300 mm  3/4" -3/4" 33055 50
400 mm  3/4" - 3/4” 04048 50 400 mm  3/4" - 3/4" 33062 50
500 mm  3/4" - 3/4" 04055 50 500 mm  3/4" -3/4" 33079 50
600 mm  3/4" - 3/4" 04062 50 600 mm  3/4" - 3/4” 33086 50
900 mm  3/4” -3/4" 04000 50 900 mm  3/4" - 3/4" 33093 50
1200 mm  3/4" - 3/4" 04017 50 1200 mm  3/4" - 3/4" 33109 50
1500 mm  3/4" - 3/4" 04024 50 1500 mm  3/4" - 3/4” 33116 50

FEMALE & MALE (F/M) MALE & MALE (M/M)

Size Size P?Od due‘:t Pcs / Box Size Size P::ood duect Pcs / Box
300 mm 1"-1" 19196 30 300 mm -1 32980 30
400 mm 1"-1" 23520 30 400 mm 17-1 32997 30
500 mm 1"-1" 08015 30 500 mm 17-1 33000 30
600 mm 1"-1" 19202 30 600 mm 17-1 33017 30
900 mm -1 23551 30 900 mm -1 33024 30
1200 mm -1 09166 30 1200 mm -1 33031 30
1500 mm -7 32973 30 1500 mm -1 33048 30
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@#BeZe’ FLEXIBLE CONNECTION HOSE
Ay

Flexible connection hose can also be used for the safe transmission of various fluids.

M -Male F-Female

@ TSE 10380

Diameter : DN12-50

‘%' Hose . Stainless Steel 316L
Connection . Female & Male
Male . Stainless Steel 304

Nut and Inner Part : Stainless Steel 304

FEMALE & MALE (F/M) MALE & MALE (M/M)

Size Size Prcood duect Pcs / Box Size Size Prcood duect Pcs / Box
300 mm  3/4" - 3/4" 31089 50 300 mm  3/4"-3/4” 32140 50
400 mm  3/4" - 3/4" 31105 50 400 mm  3/4" - 3/4” 32157 50
500 mm  3/4" - 3/4" 312 50 500 mm  3/4" - 3/4” 32164 50
600 mm  3/4" - 3/4" 3129 50 600 mm  3/4" - 3/4” 32171 50
900 mm  3/4" - 3/4" 31150 50 900 mm  3/4" - 3/4” 32201 50
1200 mm  3/4" - 3/4" 33123 50 1200 mm  3/4" - 3/4" 33161 50
1500 mm  3/4" - 3/4" 33130 50 1500 mm  3/4" - 3/4" 33178 50

FEMALE & MALE (F/M) MALE & MALE (M/M)

Size Size Prcood duect Pcs / Box Size Size PEood duect Pcs / Box

30 cm 1 -1 31181 25 300 mm 1" -1 32232 50

40 cm -1 31198 25 400 mm -1 32249 50

50 cm -1 31204 25 500 mm -1 32256 50

60 cm -1 31212 25 600 mm -1 32263 50

90 cm -1 31242 25 900 mm -1 32294 50

120 cm -1 33147 25 1200 mm -1 33185 50
150 cm -7 33154 25 1500 mm -1 33192 50
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GAS COUNTER CONNECTION HOSES &BeZe®

A flexible natural gas connection hose is used to connect natural gas meter

connections.

@:v TSE 13890

Diameter
Hose
Connection
Male

Nut and Inner Part :
Coated

FEMALE &

Size Size
G4 20cm
G4 23cm

GlI0/Gl6 35cm

G25 35cm

// www.akgrup.com.tr | w

: DN 25 - DN 50

. Stainless Steel 316 L
. Female & Male

. Stainless Steel 304

Stainless Steel

: Heat Shrink Tube

MALE (F/M)
Prcoodduect Pcs / Box
1" 50
1" 50
11/2"
o

ww.beze.com.tr

2



@BeZe> REGULATOR CONNECTION HOSES

These types of hoses are installed in the system for the gas connection of
regulator devices.

@ TSE 13890

Diameter : DN 25 - DN 50

g 7 Hose : Stainless Steel
|IIIL':"|”'|’|" ',III _ Connection : Male & Male
B ll'l -LLLII 'ﬁ Male . Stainless Steel 304

& Coated : Heat Shrink Tube

MALE & MALE (M/M)

Size Size P::ooc:juect Pcs / Box
1 1" 0771 10
11/ 4" 11/4" 07728 10
11/2" 11/2" 07735 10
2" 2" 07650 10

BURNER CONNECTION HOSES
A—

This type hoses are installed to system for burner devices gas connection.

@ TSE 13890

Diameter : DN 25-DN 50

Hose . Stainless Steel
Connection : Male & Male

Male . Stainless Steel 304
Coated . Heat Shrink Tube

MALE & MALE (M/M)

size Size P'C"O"L‘Lct Pcs / Box
11/ 4" 11/4" 20932 25
11/ 4" 11/ 4" 04147 25

2" 2" 08121 25
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COMPENSATOR CONNECTION HOSES &BeZe’
A

Compensator gas connection hose is resistant to various vibrations and provides
safe gas transfer between structures, thanks to its ability to operate in different

environments.

@ TSE 13890

Diameter : DN25 - DN50

Hose . Stainless Steel 316 L
Connection : Weld & Weld 304
Male . Stainless Steel 304
Coated . Heat Shrink Tube

WELD & WELD
Size Size P'goddu:t Pcs / Box
1" 1" 04161 20
11/4" 11/4" 04178 10
11/2" 11/2" 04185 10
2" 2" 04192 5
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SPRINKLER CONNECTION HOSE @BeZ¢’
A

Sprinkler connection hose and installation kit used for fire protection systems. It is
resistant to high temperatures and pressures. With easy installation features, it
offers an affordable and durable product.

{S} TSE 10380

@ Diameter : DN20 - DN25
Hose . Stainless Steel 304
B Braid . Stainless Steel 304
Fittings : Stainless Steel / Carbon Steel

FEMALE & MALE (F/M)

. . Product
Size Size Code Pcs / Box
500 mm 1/2" x 1" 33208 30
700 mm 1/2" x 1" 30375 30
1000 mm 1/2" x 1" 30382 30
FEMALE & MALE (F/M)
. . Product
Size Size Code Pcs / Box
500 mm 3/4x1" 33215 30
700 mm 3/4x1" 33222 30
1000 mm 3/4x1" 33239 30
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@BeZe’ FAN-COIL CONNECTION HOSE
A\

Fan-Coil connection hose is used for fluid connections in various air conditioning
devices. Its flexibility allows for easy installation. Insulation applications prevent
heat loss.

Diameter : DN12 - DN20
Hose . Stainless Steel 304
Conenction . Female & Male
Male . Stainless Steel 304 / Carbon Steel
Nut and Inner Part : Stainless Steel / Carbon Steel
Insulation . EPDM

FEMALE & MALE (F/M) MALE & MALE (M/M)

Size Size P?od duect Pcs / Box Size Size onod duect Pcs / Box
200 mm  3/4" - 3/4" 30511 60 200 mm  3/4" - 3/4" 31884 60
300 mm  3/4"-3/4" 30528 50 300 mm  3/4"-3/4" 31891 50
400 mm  3/4" - 3/4" 30535 50 400 mm  3/4"-3/4" 30788 50
500 mm  3/4" - 3/4" 30542 50 500 mm  3/4"-3/4" 31907 50
600 mm  3/4" - 3/4" 30559 40 600 mm  3/4"-3/4" 31914 40
800 mm  3/4" - 3/4" 30870 30 800 mm  3/4"-3/4" 31938 30
1000 mm  3/4" - 3/4” 30894 25 1000 mm  3/4" - 3/4" 31952 25

FEMALE & MALE (F/M) MALE & MALE (M/M)

Size Size Prcood duect Pcs / Box Size Size Prcood duect Pcs / Box
200 mm -1 30900 60 200 mm -1 31969 60
300 mm -1 30917 50 300 mm -1 31976 50
400 mm -1 30924 50 400 mm -1 30795 50
500 mm -1 30931 50 500 mm -1 31983 50
600 mm -1 30948 40 600 mm -1 31990 40
800 mm 1"-1" 30962 30 800 mm 1"-1" 32010 30
1000 mm 1"-1" 30986 25 1000 mm 1"-1" 32034 25
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@BeZe"

BRAIDED FAN-COIL CONNECTION HOSE

Braided fan-coil connection hose is used for fluid connections in various air condi-
tioning devices. Its flexibility allows for easy installation. The hose, woven with steel
wires, is resistant to high pressures. Insulation applications prevent heat loss.

Size

200 mm
300 mm
400 mm
500 mm
600 mm
800 mm
1000 mm

Size
200 mm
300 mm
400 mm
500 mm
600 mm
800 mm
1000 mm

17

FEMALE & MALE (F/M)

Size

3/4"
3/4"
3/4"
3/4"
3/4"
3/4"
3/4"

- 3/4"
- 3/4"
- 3/4"
- 3/4"
- 3/4”
- 3/4"
- 3/4"

Product
Code

31358
31365
31372
31389
31396
31419
31433

FEMALE & MALE (F/M)

Size

-In

1 -
1 -
1 -
1 -
1 -
1 -

-1
1"
1"
1"
1"
1"
1"

Product
Code

31440
31457
31464
31471
31488
31501
31525

Diameter
Hose
Knitting
Connection
Male

t Wil

: DN12 - DN20

. Stainless Steel 304

. Stainless Steel 304

. Female & Male

. Stainless Steel 304 / Carbon Steel

Nut and Inner Part : Stainless Steel 304 / Carbon Steel

Insulation

Pcs / Box

60
50
50
50
40
30
25

Pcs / Box

60
50
50
50
40
30
25

EPDM

MALE & MALE (M/M)
Product

Size Size Code Pcs / Box
200 mm 3/4" - 3/4" 32409 60
300 mm 3/4" - 3/4" 32416 50
400 mm 3/4" - 3/4" 32423 50
500 mm 3/4" - 3/4" 32430 50
600 mm 3/4" - 3/4" 32447 40
800 mm 3/4" - 3/4" 32461 30
1000 mm  3/4" - 3/4" 32485 25

MALE & MALE (M/M)

Size Size onod duect Pcs / Box
200 mm -1 32492 60
300 mm -1 32508 50
400 mm -7 32515 50
500 mm L 32522 50
600 mm 17 -7 32539 40
800 mm 17 -7" 32553 30
1000 mm -1 32577 25

www.akgrup.com.tr | www.beze.com.tr //I



INSULATED SOLAR HOSES

@BeZe’

With insulated solar hoses connecting the solar collector with flexible metal hoses is
easy. Insulation prevents heat loss. Production can be made in the length requested by
the customer, providing resistance to high temperatures and pressures with its dura-

ble and long-lasting features.

//I www.akgrup.com.tr | www.beze.com.tr

Diameter : DNT16 - DN20 - DN25
Hose : Stainless Steel 304
Fittings Material : Brass / Carbon Steel
EPDM Insulation Pipe

High quality synthetic

elastomer (EPDM) based

with a complete closed
cell structure

Excellent UV Resistance

CFC and PVC free

Up to 150°C operating

(175°C operating intermittent)
Flexibility in -40°C conditions
Lambda value of 0.040 at +40°C
Self extinguishing

Thickness: 13mm./19mm

18



@BeZe’

19

FLEXIBLE METAL HOSES FOR BOILER

Flexible metal hoses are utilized with all types of water heaters, including solar boil-
ers. With their larger surface area, they provide effective heat transfer.

TRRRTITARAATE

Diameter

Hose

Fittings Type
Fittings Material

Temperature Range :

7 -.’-,ff:ll:!“'m1|.||‘|r||-I|r|ll'rl_'."|'!-'l'. ul

TR
i L
'r'”1'|"|'-.'|I||-||r-|l'.'|"' TN

: DN25 - DN32 - DN4O

. Stainless Steel 304 /316 L

. Outside - Inside Threaded Pipe
. Stainless Steel 304 /316 L
-270° C +600° C

g T

| kst T (¥

Ry
a1’
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‘Beze@@ BRAIDED WATER CONNECTION HOSE

Tap Connection Flex

Braided water connection hose is used for hot and cold water plumbing connections.
Hoses made of E.P.D.M. material are woven with stainless steel wires. Produced in vari-
ous sizes and lengths, these hoses are resistant to temperature fluctuations up to 100

degrees.

Brass connection ends (nickel plated)

AISI 304 Stainless steel wire braid

AISI 304 Stainless steel capsule

E.P.D.M. Hose

Resistant to temperatures between -5°C and +90°C

FEMALE & FEMALE (F/F)

Size Size Prcood duect Pcs / Box Size
200 mm 3/8" x 3/8” 19226 120 200 mm
300mm  3/8"x3/8" 19233 120 300 mm
400 mm 3/8"x3/8" 19240 120 400 mm
500 mm  3/8"x3/8" 19257 100
600 mm  3/8"x3/8" 19264 60
700 mm  3/8" x3/8" 19271 60 Size
800 mm  3/8"x3/8" 19288 - e
1000 mm  3/8" x 3/8”" 19295 40 500 mm

ARMATUREN CONNECTION M.. x FEMALE (F) 700 mm

Size Size Pg)od du:t Pcs / Box
500 mm M8 x 3/8" 19394 100
700 mm M8 x 3/8" 19400 60 Size
500 mm  MIO x 3/8" 19417 120 200 mm
600 mm M10 x 3/8" 29317 60 500 mm
700 mm M10 x 3/8" 19424 60 700 mm
1000 mm M10 x 3/8" 28990 40 1000 mm

FEMALE & MALE (F/M)

Size
3/8" x 3/8”
3/8" x 3/8"
3/8" x 3/8"

FEMALE & FEMALE (F/F)

Size
112" x1/2"
1/2" x1/2"
1/2" x1/2"

FEMALE & MALE (F/M)

Size
3/8" x1/2"
3/8” x 1/2"
3/8” x 1/2"
3/8” x 1/2”

Pg:;:l duect Pcs / Box
19363 120
19370 120
19387 120

Prcoc::l dUeCt Pcs / Box
10332 100
19349 100
19356 60

pg’: duect Pcs / Box
19301 120
19318 100
19325 60
29003 40

//I www.akgrup.com.tr | www.beze.com.tr
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ADDITIONAL COMPENSATORS @&BeZe’

Compensators are designed to absorb expansions and vibrations in piping systems, pro-
viding protection for both the installations and the devices connected to them.

STANDARD AXIAL EXPANSION JOINTS

FLANGED / FLOATING

Production Range

: DN25 - DN250

Bellow : AlSI 304 - 316 L - Optional
Flange . ST 37 - AlSI 304 - 316 - Optional
Sleeve . AISI 304 - 316 - 316 L - Optional
Working Temperature : -80C /+427C

Pressure Class : PN1-PN16

STANDARD AXIAL EXPANSION JOINTS
WELDING NECK

Production Range : DN 25 - DN250

Bellow : AlISI 304 - 316 L - Optional
Collar . AlISI 304 - 316 - Optional
Sleeve . AlISI 304 - 316 - 316 L - Optional

Welding Neck :
Working Temperature : -80C /+427C
Pressure Class : PN1-PNT6

VIBRATION ABSORBER EXPANSION JOINTS

Production Range : DN 25- DN 250

Bellow . AlISI 304 - 316 L - Optional

Flange . ST 37 - AlSI 304 - Optional

Nut : ST 37 AISI 304 - 316 - Optional

Lug . ST 37 -AlSI 304 - 316 - 316 L - Optional
TIE ROD : AISI 304 - 316 - 316 L - Optional
Working Temperature : -80C /+427C

Pressure Class : PN1-PNT6

DILATATION EXPANSION JOINTS WITH TIE RODS
WELDING NECK

Production Range : DN 25-DN 1200

Bellow . AISI 304

Pipes . ST37 - AISI 304 - 316 - Optional
Tir Rods . ST 37 AISI 304 - 316 - Optional
Working Temperature : -80C /+427C

Pressure Class : PNT1-PN16
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OUR FUTURE PROJECTS @&BeZe*
A

Project 1

In line with our plans, we aim to obtain the EN 15266 certification for flexible metal hoses.

EN 15266

Project 2

We plan to launch flexible metal hoses for use in underfloor heating systems. Our goal is
to strengthen our position in the industry by offering high-quality and reliable products

that meet customer needs.

//I www.akgrup.com.tr | www.beze.com.tr

22



‘BeZe® CERTIFICATES AND REGISTRATIONS
EEE——
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M GK GRUP @&BeZe"

To Be Permanent!

AK GRUP TESISAT MALZ. SAN. iC VE DIS TiC. LTD. STi.

& www.akgrup.com.tr 8 www.beze.com.tr @ Beze Flex Hose
Q(Oﬁce) - Cumhuriyet Mah. Serin Sok. No:15 Kartal - istanbul / Tiirkiye

Q(Factory) - Tuzla Organize San. BSl. 9 Cad. No:19 istanbul / Tiirkiye

e, +90216 4511111 (@) +90 542 234 5410 KR world@akgrup.com.tr



